
                        

 
 

2 AXIS ( X-Y ) AUTO FEED MOTOR 
3 AXIS DRO SYSTEM 

MACHINE VISE , COLLET SETS  
SPINDLE CHIP COVER 

2 PCS MILLING ARBOR AND BED 
ISO40-MK4 MORS ADAPTER 
KEY TYPE DRILLING CHUCK 

COOLANT MOTOR, WORKING LAMB 
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TECHNICAL SPECIFICATIONS ZX 7550 CW 

TABLE SIZE 234 x 1000 mm 

TABLE T SLOTS NUMBER AND SIZE 3 x 16 mm 

X AXIS TRAVEL 550 mm 

Y AXIS TRAVEL 205 mm 

Z AXIS TRAVEL 335 mm 

RAM TRAVEL 480 mm 

QUILL TRAVEL 110 mm 

SPINDLE TAPER HORIZONTAL ISO 40  

SPINDLE TAPER VERTICAL ISO 40  

DISTANCE BETWEEN SPINDLE AND TABLE 20 ~ 355 mm 

DISTANCE BETWEEN SPINDLE CENTER TO COLUMN 240~ 720 mm 

RAM TURNING ANGLE 360゜ 

HEAD TILTING DEGREE +/-45゜ 

SPINLE MOTOR POWER 1,5 KW 

SPINDLE SPEEDS HORIZONTAL 60 - 1350 rpm - 10 Step 

SPINDLE SPEEDS VERTICAL 115 - 1750 rpm - 8 Step 

HEIGTH 2050 mm 

DEPTH 1300 mm 

WIDTH 1400 mm 

NET WEIGTH 910 Kg 
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